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NOTES:

1) CONTROLS SHOWN ARE FOR PEDESTRIAN TRAFFIC ONLY.

2) A 60 IN. PEDESTRIAN PATH WIDTH SHOULD BE MAINTAINED (48 IN. IS THE MINIMUM THAT SHALL BE  MAINTAINED WITH APPROVAL OF
THE ENGINEER). GRAVEL IS NOT AN ACCESSIBLE SURFACE.

3) CONTACT AND COORDINATE WITH IMPACTED SCHOOL DISTRICTS, FIRE DEPARTMENTS, AND TRANSIT AGENCIES PRIOR TO IMPLEMENTING
ANY CLOSURES.

4) SEE STANDARD DRAWING PC.K1.3 FOR TEMPORARY PEDESTRIAN RAMP DETAILS.

5) ADA PEDESTRIAN FACILITIES MUST BE MAINTAINED, SEE THE CURRENT EDITION OF THE WSDOT STANDARD SPECIFICATIONS, SECTION 1-10.

6) TEMPORARY PEDESTRIAN PUSH BUTTONS SHALL BE PLACED ON THE DIVERTED PATH WHEN EXISTING BUTTONS ARE NOT ACCESSIBLE TO
PEDESTRIANS.

7) MAINTAIN MINIMUM 11-FOOT VEHICULAR LANES AT ALL TIMES, UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

8) THE SIGNS SHOWN ON THIS SHEET ARE IN ADDITION TO ANY CLASS A SIGNS NECESSARY FOR DELINEATION OF THE WORK ZONE (THAT ARE
TO REMAIN FOR THE DURATION OF THE PROJECT).

9) PEDESTRIANS MAY BE ESCORTED THROUGH THE WORK ZONE BY FLAGGERS OR OTHER MEANS PROVIDED BY THE CONTRACTOR AND
APPROVED BY THE ENGINEER. WHEN THE CONTRACTOR IS NOT ON SITE, PEDESTRIAN ACCESS MUST BE PROVIDED.

10) SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.

11) AUDIBLE WARNING DEVICE, WHEN USED, SHALL BE BATTERY  POWERED, WEATHER RESISTANT, ABLE TO  BE PROGRAMMED WITH A USB,
INCLUDE A LOCATOR TONE AND PUSH BUTTON TO ACCESS THE RECORDED MESSAGE, ABLE TO BE SECURED IN THE FIELD TO A FIXED
OBJECT. COORDINATE AUDIBLE MESSAGE WITH PIERCE COUNTY  TRAFFIC ENGINEERING.

12) PEDESTRIAN CHANNELIZING DEVICES SHALL MEET PROWAG CRITERIA, INCLUDING:

- BE DETECTABLE TO USERS OF LONG CANES AND THOSE WITH LOW VISION;
- HAVE CONTINUOUS TOP AND BOTTOM SURFACES (THE LOWER EDGE OF THE BOTTOM PORTION SHALL BE NO HIGHER THAN

2 INCHES ABOVE THE WALKWAY, THE TOP EDGE OF THE BOTTOM PORTION SHALL BE AT LEAST 8 INCHES ABOVE THE WALKWAY, AND
THE TOP OF THE TOP SURFACE SHALL BE NO LOWER THAN 32 INCHES ABOVE THE WALKWAY.  THE TOP SURFACE SHALL BE SMOOTH
AND THE UPPER AND LOWER SURFACES SHALL SHARE A VERTICAL PLANE); AND

- WHEN EXPOSED TO VEHICULAR TRAFFIC, SHALL BE CRASHWORTHY AND SHALL HAVE RETROREFLECTIVE SHEETING APPROPRIATE
FOR NIGHTTIME USE.
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